ATD-Abbausysteme GmbH

DG TUBES TECHNICAL DATA

DG-Tube DG29 DG 60 DG 75 DG 55 DG 83 DG 100
Diameter mm 46 46 46 54 54 54
in. 113/16 113/16 113/16 21/8 21/8 21/8
Length mm 700 1200 1450 950 1250 1500
in. 27 1/2 47 1/4 57 1/4 371/2 49 1/4 59
Weight kg 5 9 1 1 14 17
Ib 11 20 22 22 31 37 1/2
CO,-Filling o] 290 600 750 550 830 1150
oz 10.2 21 26,25 19.4 29,3 40.6
Shear Disc Type 303 303 303 353 354 353 354 353 354
DG- No. 8 8 10 8 10 10 1 10 11
Generator
Operating bar 2400 2400 2400 1900 2600 1900 2600 1900 2600
Pressure Ib/sq.in 34000 34000 34000 27000 37000 27000 37000 27000 37000

ATD-Pressure Gas Tubes are exclusively intended and released for their use with ATD-Operating Material, only! The granting
of the ATD-Product liability and —warranty is dependend on the exclusive use of ATD-spare parts and —consumables the use

according ot the valid ATD-Operating Manuals and the testing of the DG-Tubes by competent staff of the manufacturer, ATD-
Abbausysteme GmbH.
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